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Filter Press

FILTRE PRES AKSESUAR TABLOSU

koo TIP
PT Otomatik Plaka Tazima - &utomatic Plate Conveying
Damlarma Tavasy - Orip Pan

Bez Yikama Tertibati - Belt Wash Station

Otomatik Plaka Silkeleme - Automatic Plate Shaking
PLE" [i Hontrol Sistemi - Controlled Press

skl Eminiyet Perdesi - llluminated Safety Screen

K Hek Konveyorld - Sludge Conveyor

i Plaka [lavesi Yaplabilir - Plate Addition |s Possibl

oT

HIDROLIK CESITLERI VE FILTRE PRES AKSESUARLARI

HH- El Hidrolik
Bu modelde plakalann kapabimas bir el pompas yvardimm ile
yvapilir. Kapama glemi bittikten sonra silindir (zerndek mekanik kilit
presi sUrekli istenilen basingta tulmaya yarar.

SEH - Yan Elektrikli Hidrolik
Bu tipte plaka kapama iglemi hidrolik Onite Ozerindeki bir kol ile
wapilir, lstenilen Basinca ulaginca yine silindir Gzerindeki mekanik kilit
presi sOrekli gerekli basingta tular,

OPT - Otomatik plaka tagima -

Pres Agildikian sonma plaka tasima islemi dzel tasima aparatimez
taratindan gergeklestrilr. Dizayni tamamen prese yonehk olarak
yapilmeghe, Tahrk hidroli dnite tarafindan sadlanmakia ve hareket
letim elemanlannn hepsi Szel muhalaza igindedir.

OPS - Otomatik Plaka Silkeleme
Acma iglemi komple akordeon gseklinde bir zincis tarafindan
saflanir. Egit aralikh agilmig pres plakalan ayarianabilic bir ylkseklige
kaldinhir ve brakalir, |§=Ie.m pnématik olarak gergeklegtivilic, Silkeleme
iglemi kag kere yapilacad) olomatik olarak set edifin,
Sp - Ara parga
Presin plaka sayisini daha sonra arbnlmak isteniyorsa dizayn
esnasinda ara parga ilavesi yapilabilin, Bu parga sokilerek dizayna
uygun sayida plaka ilaves) yapilabiler

DT - Damlama Tavasi
Kati madde geridi disik olan veya sarlanmamis camurlann
susuzlasbriimas esnasinda damlamalar olabilmektedir. Standart
alarak eklenen damlama tavasi ibe herm sialar toplanir hemde kek
yanlendirimektedir

IP = Plaka ilavesi Yapilabilic
Presin kapasitesinin plaka ilavesiyle arttinlabileceqini gisterir.

PLC - Ple Konlrolld Pres
Farkh sistemlerle entegre calizabilecek sekilkde PLC programlama

wyapilakbilir.

BYT - Bez Yikama Terlibati
Zaman araliq ayarlabilir gekilde sistemlenmize eklenabilen ylksek
basinch yikama tertibatidir, Ofomatik veya manuel galigabilir,

. |EP - Igikl Emniyet Perdesi : D SRR
Unitenin kullareminda operatdr ve ekipman Glvenlidi igin hareket-
! klf.';"hm yerlegtiriien hareket algilayicilar olas tehlikelerde sistemi
LF] ur.
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Manuel Hydraulic
In this madel, the closing of the plates is performed using a hand
pump, After this operation, the mechanic lock on the cylinder is used
to continuously maintain the press at the chosen pressure,

Saml-electrical Hydraulic
In this type, the closing of the plates is performed using a lever
present on the hydraulic unit. Once the chosen pressure is reached,
again, the mechanic kock on the cylinder is used 1o continuously
maintain the press at the requested pressure,

Automatic plate conveying
After the opening of the press, the plate comveying process is per-
formed by our special comveying apparatus. It has been specially
designed for the press. The propulsion is ensured by the hydraulic
lt.largaand all the movement transfer elements are in a special recep-

Autamatic Plate Shaking
The opening process is p-eri]mmm by an accordion-shaped chain.
The press, cpened at equal intersals, lifts the plates at an adjustable
hEI?(hT- This process is performed pneumnatically, The number of
shaking process repeats is sat automatically.

Transition Plecas
If you want 1o increase the plale number later, a transition piece
can be added during the design. The requested plate number, cor-
responding to the design, can be thus oblained by dismounting this
piece,

Drip Tray
y Dripp%g can accur during dewatering process of low solid mate-
rial content or unconditioned sludge. The systematically added drip
pan allows to collect Bguids and 1o direct the cake.

Flate Addition
The press capacity can be increased by adding plates.

Autamatic ¥With Pla
Programming o allow an integrated operation with ditferent sys-
tems can be operated,

Automaltic Plate Washing
This is & high pressure washing system with adjustable time inter-
val that can be added to our equipments. The operation is manually
or automatically activated.

Safety Screen
Movements sensors installed n movng parts of the egquipmeant
stop the systemn in potential dangers for the operator and equipment
safety dunng the use of the wnit.
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+/ : STANDART
BASING
8 bar ve 18 barda standar dizayn, anahtar teslim proses obzimlen : -
PRAESURE OPTIONS : 8-18 BAR FILTRE PRESLERIN AVANTAJLARI
BOYUTLAR
E'EIZIILJ-EEE:G mm den E'iIH:I Ji 2000 rl:m"ye degq.lk kapasitade ﬁtre presier +/ Her ihtiyaca Uygun Boyutlandirma
LATES DIMENSEOINS - 250mm X 250 mm
PLAKA MALZEMELERI o/ Her cesit olomasyon
Elaﬁ.lnmdnymkl l:‘F'l PU PVDF gibi plasltlk malzemealer
PLATE M TIOMS : PP PU, PYDF / Givenilir uzun Smirid dizayn
FlLTHE BEzLEni S
F'msm ufgm tl&m mmk Ve tabl iplikierden nmul ﬁm& b&:ian +/ Az alan gereksinimi
DIFFERENT SLUDGE ©
: + Minimum eleman gereksinimi
AMUR TIPLERINE mﬂE mPLAHALAH

CONVERING AIS 304 AIS 318 FORD

+ Yiksek filtrasyon verimi

Uzmanlastimiz alanlardan biri clan Filtre Pres sistemlerini kisa
lemin slresi genis kapasite aralig ve farkl malzeme seceneklenyle imal
elmekteyiz.

TSEK, 150 14001 Cevre yonetim sistemni ve OHSAS belgelerine
sahip olan firmamzin; aynca I1SO 8001-2000 Kalite yonetim sistemi
standarllanna uygunlugu akradite adilmigtir.

We produce Filter Press Systems, which are one of our areas of
speciale ation, in short-ime, with wide '.<'!."-;":Cl:r' range and vanous ma
lar |:'| choies

Our compan ,' y additien to TSEK, IS0 14001 Emvironmental Man-
agement System and OHESAS certificates, is accredited for 150 9001
2000 E“' Iy "‘1*-'*- nent System
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ARSIMAK ARITMA SISTEMLERI

MAK. INS. SAN, TIC. LTD. 5Ti.

Adres :Sultan Orhan Mah. Haskéy San. Sit.
14/B Blok No:7 Gebze - KOCAEL / TURKIYE

TEL : +90 262 644 80 89 (pbx)

FAX 490 262 642 21 17

E-posta :info@arsimak.com
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