








Arsimak

KARISTIRICILAR
Karnistincilan baslica d¢ gruba ayirmak midmkdn.

= Belli bir hacimde ¢8zelti olusturulmasi igin kullanilan motor, fan ve milden olusan propeller,
tlirbin, flokilatar, vb. tpteki kanstncilar

= Boru hathna monte edilen ve baglandii noktadaki akis hizir defistirmek suretiyle farkh siilar
birbirine karistiran statik mikserler

= Cogunlukla camur susuzlastirma tesislerinde, iki katimin birbiriyle kanstirilmas: amaciyla kullarnilan
cift milli spiral kanstricilar

Karishrma operasyonundan istenilen faydanin saflanabilmesi igin pekcok degiskenin hesaplara
katlmasi gerekmektedir. Ortama aktarilacak ener]i, ¢gevresel hiz, malzeme yogunlugu, akis yéni gibi
pek gok kriteri birlikte degerlendirerek yaptifimiz segimler sonucu, uygulamaniza y&nelik optimum
cizilimi sunuyoruz .

Mixers

Mixers can be classified under three groups:

* Mixers of propeller, turbine, flocculator, etc. types, uti-
lised to prepare solutions of a given volume and consisting .
of motor, impeller and shaft; . {

s Static mixers that agitate and mix different liquids by 'f% J
changing the flowrate; and % uhl"_ - i

= Double -shaft spiral mixers used mostly in sludge dewa- 1
tering plants, for the purpose of mixing two solids.

Many variables need to be considered in order to reach the | 4
required agitation efficiency. We offer the optimum solu-
tions as a result of our selections carried out after evaluat-
ing together many design criteria such as the energy to be
imparted to the surroundings, rotational speed, material
density and flow direction.

Rapid Mixer

Yag Tutucu
¥ag tutucularin genel calisma prensibi yogunluk farklarimi
kullanarak wag we suyun birbirinden ayrilmasi esasina
dayanir. Tankin icinden ddzgln akisla gecirilen yagh suyun
icindeki yag zerrecikleri su yiizeyinde toplamr. Yizeyde
olusan yag tabakasi ayarli bir savak yardimiyla toplanarak
ortamdan uzaklastirilir.

Oil And Grease Separators

Oil and grease separators rely on the basic working prin-
ciple of separating oil and grease from water through den-
sity differential. Grease and oil droplets present in the
water float to the surface as water passes through the tank { Rapid Mixer

with laminar flow. The grease layer formed at the surface can be collected and disposed of by means
of an adjustable weir.
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Arsimak
Belge ve Sertifikalarimiz

BELGE VE SERTIFIKALARIMIZ
TSEK, 150 14001 Cevre yonetim sistemi ve OHSAS belgelerine sahip olan firmamizin; ayrica 150 9001-2000

Kalite yonetim sistemi standartlarina uygunlugu akredite edilmistir.
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ARSIMAK ARITMA SiSTEMLER] Adres  :3ulfan Orhan Man. Haskoy San, Sit. 14/8
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TEL : +90 262 644 B0 89 (pbx)
FAX t+90 262 64221 17
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