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) TANK / TANK
Tank 3 boliimden olusmaktadir. Birinci béliim hazirlama bolimiidir. Ikinci bolim
olgunlastirma bolimidir ve licinci boliim ise stok hacmidir. Bu lg¢ bolim birbirlerinden,
kaynakl bolum plakalan ile aynlmistir.
Tank has three compartments. The first one s preparation compartment, the second one Is
ageing department and the last one is storage compartment. These three parts are separated from

each other by welded plates

™ POLI HUNiSI / POLYELECTROLYTE FUNNEL
Polilektrolitin icine kondugu paslanmaz c¢elikten mamul kiiciik depodur. Bu huni icerisindeki
polielektrolit devri ayarlanabilen bir varyator ile ana tanka dozlanir.
It is a stainless steel small tank in which polyelectrolyte is put. Polyelectrolyte in this funnel is
dosed 1o the main tank by a frequency converter

) MIXERLER / MIXERS
Sistemde iki adet mixer bulunmaktadir. Birinci bolimde polielektrolit hazwrlamada kullamlan
izl mixer, ikinci béliimde ise olgunlastirmay saglayan yavas mixer calismaktadir.

There are two mixers in the unit. In the first com |H| ment, there is a rapid mixer used for polyelec-
trolyte preparation and in the second compartment, slow mixer used for ageing.

") SU BESLEME ELEMANLARI / PARTS FOR WATER SUPPLY

Uygun konsantrasyonda polielektrolit hazirlayip dozlayabilmek icin suyun giris degerlerinin
kontrol edilmesi gerekmektedir. Suyun belli bir debide tanka alinmas: Basing Salteri, Debime-
tre, Selenoid Vana ve bunlann dl¢iimlerini yapan manometrelerin bir diizen icinde
yerlestirilmesiyle saglanmstir.

Water inlet values shall be controlled in order to prepare and dose the necessary concentration
of polyelectr .l_,-|.|" The supply of water with a constant flow to the unit is provided by pressure

Wit Fh flowmeater, solencid valve and manometer measuring these values.



Poli Elektrolit Hazirlama Unitesi

Automatic Polymer Preparation Plant

OTOMATIK POLI ELEKTROLIT HAZIRLAMA UNITESI TEKNIK OZELLIKLER

TiP A (mm) B (En mm) H (Boy mm) ik Capn
500 1600 810 1400 1"

1000 2000 890 1600 1=

2000 2000 1290 1675 1"
4000 2500 1765 2050 11/4"
8000 4000 1540 2500 11/2"

Poli Elektrolit Hazirlama Unitesinin Avantajlan

* Compakt yapilan itibariyle yerden tasarmuf .
; ¥
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* Hazirlamada mikemmel sonug
* Otomatik gahgma
* Guvenilir ardn ve ekipmanlar

* Kolay montaj ve devreye alma

MANUEL POLI ELEKTROLIT HAZIRLAMA UNITESI TEKNIK OZELLIKLER

TiP A (mm) B (En mm) H (Boy mm)
200 500 85 650
1000 1000 110 650
2000 2000 140 740
4000 4000 170 800
7000 7000 220 840

www. arsimakK.com.tr



Poli Elektrolit Hazirlama Unitesi
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BIYOLOJIK ATIKSU ARITMA SISTEMLER IZGARALAR _
* PAKET ARITMA UNITELERI - DOGRUSAL MEKANIK IZGARA
- BETONARME TIP PAKET ARITMA - DAIRESEL MEKANIK ZGARA

CAMURSUZLASTIRMA EKIPMANLARI * PLASTIK KONVEYORLU [ZGARA
* HLTRE PRES ELEKLER

-BELTPRES o - DONER TAMBUR ELEK
- POLIELEKTROLIT HAZIRLAMA UNITELERI - STATIK ELEK

- IZGARA PRESI * KUM AYIRICI
« BANT KONVEYORLER - YOGUNLASTIRICILAR - KUM TUTUCULAR

* KANAL KAPAKLARI

www.arsimak.com.tr

YUZEYSEL HAVALANDIRICILAR
- SABIT KOPRULD AYIRICILAR

- DUBALI AERATORLER

- FIRGA TiPi AERATORLER
SIYIRICILAR

- DONER KOPRULU SIYIRICI

- DOGRUSAL KOPRULU SIYIRICI

* BURGULU KONVEYORLER
- TERS OZMOZ SISTEMLERI
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